
FEATURES
•	Stop/tail indicator & reverse functions
•	Indicator Single Flash, Sequential Left or Right
•	Strobe Double or Quad strobe
•	Multi-volt 10-30V DC input & low current draw
•	100,000HR rated LED lifespan with solid state technology
•	Simple surface mount design
•	ADR/ECE approved for all functions

ROADVISION’s BR210 Series triple combination trailer lamps are the complete all-in-one fit and forget solution. Featuring Stop, Tail, Sequential Indicator & 

Reverse, these super bright LED combination lamps deliver the durability of maintenance free LED technology. Providing greater visibility for increased Safety, 

the indicator can also be used as strobe light with its in-built double or quad flash patterns. The BR210 Series combination lamps produce more light output 

than incandescent lamps, whilst drawing a fraction of the current. Couple this with unbreakable polycarbonate lenses housing manufactured from aluminium, 

these lamps are weather resistant and totally maintenance free, with a life span rated at 100,000 hours. With ROADVISION it’s FIT and FORGET.

PART NUMBERS

BR210ARW
LED Combination & Strobe Lamp, Stop/Tail Indicator & Reverse, 10-30V Rectangle
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SPECIFICATIONS BR210ARW

Input Voltage 10-30 VDC

Number of LEDS
Indicator - 12 LEDs, Stop - 12 LEDs,	

Tail - 12 LEDs, Reverse 26 LED’s

Current Draw @ 13.8V
Ind - 0.2A, S/T - 0.05/0.2A,	

Rev - 0.8A @ 13.8V

LENS CONSTRUCTION Polycarbonate

Housing Construction Aluminium

MOUNTING HOLE CENTRES 190mm

Dimensions AxBxC 210 x 50 x 20mm

CABLE LENGTH 350mm Sheathed

ADR APPROVAL

Ind - 2a-E9-01.22023,	

Stop/Tail - R1-S1-E9-02.22023,	

Rev - AR-E9-00.22023

WIRING

Earth - Black, Stop - Red, Tail - Brown, 

Indicator - Yellow, Reverse - Blue, 

Pattern - Green
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