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SPECIFICATIONS RHL101000

Beam Type Hand Held Inspection Lamp & Torch

Light Source 10W COB LED Inspection Lamp 
+ 4W SMD Torch LED

Lumens Light Output 
(Effective)

250-1000lm Inspection Lamp, 200lm Torch

Battery Type 3.7V 3350mAh Li-ion

Operating Time

Torch 8Hrs, 
Flood Light Low 8Hrs, 
Mid 4.5Hrs, 
High 2Hrs

Charger Micro-C USB Charge

Charging Time 4.5Hrs

IP Rating IP65

Shock Resistance 2m Drop Rated

Product Size 260 x 53 x 39mm

Weight 382g

Power Button

3 LED CHARGING 
INDICATOR

Torch

usb charging

HANGING HOOK

HANGING HOOK

Twin Mode 
Inspection Lamp

FEATURES
•	Professional multi-function LED torch & inspection lamp
•	1000lm inspection lamp with 10W COB LED
•	High Powered 200lm 4W SMD LED Torch
•	High (1000lm)/Mid (500lm)/Low (250lm) inspection lamp outputs
•	3 LED battery level indicator
•	180° tilt magnetic base
•	Soft touch rubberised casing
•	2 rear & 1 bottom magnets plus 2 swivel hooks
•	Rechargeable 3.7V 3350mAh Lithium-ion battery
•	Micro-C USB charging cable   

ROADVISION’s RHL101000 Series professional multi-function LED Torch & Inspection Lamp is ideal for use at home, travel and work. With a high powered 

1000lm inspection lamp or 200lm spot lamp output, the RHL10100 Series produce a super white light, close to daylight. Durable and rechargeable, and with 

a run time of up to 8 hours, the RHL10100 Series has a 180° tilt base, 1 bottom & 2 rear magnets plus 2 swivel hook allows you to take control of where and 

when you need the light.

PART NUMBERS

RLH101000
LED Workshop Lamp

© Copyright Baxters Pty Ltd 2022. All information is found to be correct at time of printing @roadvisionaus    @roadvisionaus   roadvision.com.au

RHL101000 Series
le

d 
W

OR
KS

HO
P 

LA
MP

S


